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Abstract 

The design, construction, and performance of a segmented-target, cathode-strip, 

tracking-detector is discussed. The chamber was made of low-Z materials in order to 

allow photons to leave the target region. It was used to determine the reaction vertex 

of stopping kaons, and was successfully operated in a high intensity kaon beamline 

at the Alternating Gradient Synchrotron at the Brookhaven National Laboratory. 

The vertical and horizontal resolutions of the stopping kaon reaction positions were 

u - 0.454 mm and 1.180 mm, respectively. 

Key words: Cathode-Strip-Detector, Stopped Kaons, Hypernucleus, NMS 

PACS: 29.40.G~; 29.40.C~; 21.80.+a 

1 Introduction 

It is possible, within multiple scattering errors, to obtain the transverse posi- 

tion of each particle in a beam as it passes through a target by determining its 

incident trajectory. However, it is not always possible to know where, along 

a trajectory, a reaction has occurred. This paper reports on the construction 

* Corresponding author. Address : University of Houston, Department of Physics, 

4800 Calhoun, Houston, TX 77204-5506, USA. Tel # 1-713-743-3502; fax # 1-713- 

743-3589; Email: MAhmed@UH.EDU. 
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and operational characteristics of a segmented target cathode-strip propor- 

tional counter designed to track a stopping kaon to  its reaction vertex. 

An active target chamber (ATC) was used to  obtain the vertex of the reaction 

(KLoppedr 7 r o )  when a beam of kaons is brought to  rest in a set of 12.7 mm, seg- 

mented, solid-carbon targets. In our experiment, the above reaction produces 

a recoiling hypernucleus and a T O .  The 7ro is detected by measuring the energy 

and position of each decay photon shower in two out-of-beam crystal arrays 

of the Neutral Meson Spectrometer (NMS) [l]. This apparatus was installed 

at the C8 kaon beamline of the Alternating Gradient Synchrotron (AGS) at 

the Rrookhaven National Laboratory (BNL), Figure 1. Using the conversion 

point of the photons and the position of the reaction vertex, the opening angle 

of the two-photon decay and thus the energy of the 7ro was determined. 00 . Photons , 

''..,/-y 

Active Target 

Fig. 1. A schematic diagram for the detection of TO in the experiment 907 at BNL. 

The resolution of the opening angle measurement dictates the energy resolu- 

tion of the r0 detection. The opening angle in-turn depends on the ATC vertex 

and the NMS conversion point measurements. We focus here on the error in 

opening angle measurement contributed by the position error in the ATC stop- 
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ping vertex. For a given location of the vertex in the ATC, the contributions 

of the errors in three stopping coordinates towards the error in the opening 

angle measurement are not the same. In the configuration of the Figure 1, 

X-vertex position resolution contributes more than the Y and Z resolutions 

to the opening angle resolution. In order to achieve the desired missing-mass 

resolution (5  2 MeV/c2), it was found that the ox needs to be less than 1 mm, 

o y  less than 2 mm , and crz N 6 mm [2]. In order to achieve these position 

resolutions, longitudinal tracking becomes important due to low-energy kaon 

multiple scattering in the target and the angular spread of the beam. There- 

fore, an alternating set of segmented targets and wire chambers was necessary 

to obtain both transverse and longitudinal position of the beam particles. It 

was this information that the ATC was designed to provide. 

In addition, the NMS detects the two photons from the decay of the reaction 

res, and the ATC should minimize the probability that these photons convert 

or otherwise interact before reaching the detector arrays. Finally, the ATC 

geometry must maximize the number of kaons available to react in the target. 

Thus the design constraints on the ATC require that: 1) the ATC must deter- 

mine the reaction vertex within the constraints given above; 2) the ATC must 

be constructed so that it presents a small radiation length to decay photons 

from the target region; 3) the ATC must catch a substantial fraction of the 

diverging kaon beam as it exits a degrader upstream of the ATC; and 4) the 

ATC must contain sufficient target material to provide a reasonable reaction 

yield. 
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2 Construction 

To satisfy the design criteria, as described above, the ATC was composed 

of a number of laminated detector-target units capable of being assembled 

in several ways. For our purposes, we found it most useful to sandwich a 

thin stopping target between two sets of cathode-strip readout wire chambers 

(CSC), and repeat this geometry until the combined target thickness was 

sufficient to stop most of the kaon beam, Figure 2. The targets [3] were planar 

and were placed within a polyethylene holder mounted in the ATC frames. 

Each CSC supplied 2-dimensional position information on penetrating charged 

particles, allowing all charged-particle track vectors to  be reconstructed. Table 

r-Cap One Target Unit 

Total Targets = 4 
Total Chamber Sets = I O  
Total Cathode Planes = 20 
Total Anode Planes = 10 
Total Spacer Planes = 10 
Total End-Caps = 2 

Single Chamber Set One Target 

Fig. 2. A conceptual side view of the entire ATC. 

1 summarizes the parameters of the ATC. 

2.1 Mechanical Construction of the ATC Frames 

To minimize the material thickness, the detector frames were constructed of 

3.1.75 mm polyethylene sheets having a radiation length of N 480 mm. If a 

conventional material such as G-10 with a radiation length of N 190 mm had 



Table 1: ATC Parameters 

Total number of the targets 

Thickness of individual targets 

Target material 

Total number of cathode planes 

Thickness of single cathode plane 

Thickness of cathode foil 

Number of cathode strips per plane 

Capacitance between two strips 

Single strip resistance 

Total number of anode planes 

Thickness of a single anode plane 

Anode wire diameter 

Wire material 

Average anode wire tension 

Anode potential 

Total number of spacer boards 

Thickness of spacer boards 

4 

12.7 mm 

Graphite 

20 

3.429 mm 

0.0127 mm 

64 

12 pF 

0.11 O/mm 

10 

3.429 mm 

0.02 mm 

gold-plated tungsten 

72 g 

2.2 kV 

10 

3.429 mm 
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been used, the probability that at least one of the two photons interacted in the 

frames would have been N 20%, as opposed to  the -8% for the polyethylene [4]. 

However, to  provide the electrical connections on each chamber plane, a thin, 

0.254 mm, G-10 sheet with etched lands was attached to  the polyethylene (see 

Figure 3). Since the NMS photon detector was placed either above or below 

the ATC, the frame thickness in these dimensions was minimized, requiring 

that all external electrical connections to  the chamber to  be made from the 

sides. 

V A S U  C 

\ -7-- 7 

V = V Cathode Plane 
A = Anode Plane 
S = Spacer Board 
U = U Cathode Plane 
C = Carbon Target 

P = Polyethylene = 3.175 mm 
T = Double-Sided Tape = 0.10 mm 

F = Cathode Foil = 0.0127 mm 
G = G-10 = 0.254 mm 

L p  T G F  

Side View of One Target Unit 

?\ 25.4mm 

I 
I 
I 
I 
I 
I 

254.00 mm: 
I 
I 
I 
I 
I 

High Voltage Connector 325.12 mm Anode Connectors 

Front View 

Fig. 3. A conceptual side and front view of the ATC. 
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After many attempts, it was found that double sided carpet-tape [5] of thick- 

ness M 0.1 mm provided a reliable method to  attach the G-10 sheet to the 

polyethylene frame. The use of this tape created a flexible bond which al- 

lowed reasonable handling and clamping of the non-figid chamber frames. 

The polyethylene surface was sand-blasted before applying the tape to pro- 

vide better adhesion. A thin bead of epoxy [6] was placed along the inner 

edge of the detector frame, between the G-10 sheet and the polyethylene, to 

prevent out-gassing and to  protect the tape from attack by the chamber gas. 

In order to align all the ATC frames with respect to one another, holes were 

drilled through fiducial marks on G-10 sheets for both anode-wire and cathode- 

strip planes. Steel pins were placed through these holes and were rigidly fixed 

in aluminum end-plates placed on either side of the ATC array. The end caps 

were machined from 12.7 mm A1 tooling plate, and provided extremely flat, 

parallel surfaces which held the chamber frames planar when they were pressed 

together. Voids were machined in these plates to  remove as much material as 

possible, without compromising the mechanical rigidity of ATC system. 

Each frame was fitted with a 1 mm viton “0” ring to  gas-seal the system when 

assembled. Gas entered and exited through fittings in the A1 end-caps and was 

required to  flow serially through each separate chamber of the detector. The 

detector not only was pinned together as described above, but was bolted 

tightly by long, 3.175 mm drill rods, which helped detector alignment, and 

pressed the frames flatly against the AI end-plates. 
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2.2 Cathode Planes 

As described in the previous section, a cathode plane was made by attaching 

a 3.175 mm polyethylene frame to  a 0.254 mm G-10 sheet. The G-10 sheet 

provided the etched leads connecting the foil attachment points to a signal 

connector outside the detector frame. Cathode foils, 0.0009 mm gold coated 

0.0127 mm Kapton [7], were stretched and epoxied onto these frames using a 

vacuum foil stretcher. The readout strips on these foils were etched using an 

electric discharge method (EDM), which was studied in some detail. 

The (EDM) current to etch the foils was provided by a current-limiting, ad- 

justable DC power supply. The voltage was set to 1OV and a 20 R wire-wound, 

power resistor was also used in series as a current limiting device. The etch- 

ing needle was a 2 g tungsten rod with a tip ground into a rounded point of 

radius x 0.3 mm, and supported in a Teflon holder. Only the weight of the 

needle rested on the surface of the Au foil. The holder had gas holes so that 

jets of nitrogen gas converged at the position of the tip, Figure 4. The entire 

apparatus was moved over the foil surface by a computer controlled milling 

machine, CNC, at an optimum speed of 15 mm/sec. Each cathode plane has 

64 strips, 4.0 mm wide, and the readout was divided equally into 32 signals 

per chamber side. The strips were made at an angle of 68,34" with respect to 

the vertical anode wires, but the strips on opposing foils in a given CSC were 

mirror images, so that a 2-D readout was obtained , Figure 5. Electrical con- 

nections between each strip and the G-10 lands were made with conducting 

epoxy [8]. Since the number of cathode strips in the entire detector system was 
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Copper Wire 

Stopper 

Teflon Plug 

Gas Inlet 

. .  . . .  

-1 I 
Bottom View Side View 

Fig. 4. Assembly for the EDM. 

1280, a thin template was made with narrow slots which could be aligned with 

the strips and lands. The template was positioned with the help of alignment 

pins, and conducting epoxy, when wiped across the surface of the template, 

filled the slots making all connections simultaneously on one side of a cathode 

plane. The cathode foils were held at ground potential. 

u strip I I v Strips v u Strip strip 44- Y - 
Anode Wires 

I 

Anode Wire 

Front View of a CSC Section Coordinate System for the ATC 

Fig. 5 .  F'ront view of a section of the ATC Cathode Strip Chamber. The ATC 

coordinate system is shown with respect to the beam direction defined by the z-axis 

(into the page). 

A description of the electrical characteristics of the CSC is described in the 

performance section below. 
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2.3 Anode Planes 

The anode planes were constructed in a way similar to the CSC as described 

above. The G-10 sheets for the anode planes were etched to provide external 

high voltage connections to each individual anode wire. Supplying each wire 

separately with a HV land allowed, in principle, the signal from the wires to 

be read at  the same time as the foil strips. In addition, the wire voltage could 

be removed from a wire or section of wires, providing a way to keep part of the 

detector operational in the event of a broken wire. Each ATC anode frame had 

128 gold-plated tungsten anode wires 0.02 mm in diameter. The wires were 

vertical and spaced 2.54 mm apart. They were hand strung with an average 

tension of 72 g, and were first attached to the anode plane with epoxy, then 

connected to the G-10 lands by solder. 

After the anode wires were strung the tension was tested by measuring the 

mechanical resonance frequency of each wire[9]. This frequency is related to 

the wire tension by; 

T = 4p12 f:. 

In this equation, T is the tension, p is the mass per unit length, 1 is the length 

of the wire, and fi is the fundamental frequency. About 10 % of the wires were 

found to have unacceptably low tension, and were replaced. An acceptable wire 

plane had an average wire tension of 65 f 3 g, a drop of about 7 g below the 

wiring weight. When re-measured after a year of use at AGS, the tension was 

found to  average N 5 5 f 3  g, but this was still 5 times greater than that required 



to maintain the electro-mechanical equilibrium at the operational voltage of 

the chamber. Given measurement errors, this relaxation of the wire tension is 

not inconsistent with previous studies of the effect of creep in tungsten wires 

[101. 

2.4 Spacer Boards 

All cathode planes were mechanically alike. The V plane is formed by rotating 

the U plane by 180 degrees around the X-axis However, this rotation caused 

the spacing between the U to Anode plane and V to Anode plane to differ 

by the thickness of the cathode plane (polyethylene + G-10). Therefore, a 

polyethylene spacer frame of thickness 3.429 mm was inserted between an 

anode plane and a U plane to keep the anode-cathode distance for U and V 

cathodes the same. The spacer boards were also fitted with viton ”0” rings 

on both sides to prevent gas leakage. 

3 Electronics 

The average capacitance between two adjacent strips was measured to be - 
12 pF, while the resistance of an individual strip was measured to be - 0.110 

a/ mm. Cathode strips, in sets of 16, were connected by 1 m of 34-strand, flat 

ribbon-cable with alternating ground and signal wires, to a preamplifier card 

[ll]. The trans-impedance preamplifiers then transmitted the analog signal 

from each strip through approximately 76 m of twisted-pair cable, providing 

signal delay, to LeCroy FastBus ADCs. The signals were AC coupled into 
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these ADCs by transformers to  reduce low frequency noise and ground loops. 

Although there were no DC offsets, AC coupling did create a long exponential 

tail of opposite polarity in the signal, extending well beyond the gate. This tail 

was small in amplitude and the cross-over was timed to occur approximately 

at the close o f the  gate (100 ns) for all channels. Pile-up was observed to be 

small, and the resolution did not change substantially with event rate. The 

overall charge gain of the electronics system was - 55-60. 

' 

The relative gain of each channel must be known for the charge centroid 

determination. We obtained this calibration with a pulser, injecting a constant 

charge into the preamplifier between beam spills. This pulser automatically 

fed one of two charge levels to the inputs of a set of CSC channels comprising 

1/Sth of the system. Between each beam spill the pulse was sent to a different 

octal unit, and then recycled after all channels were pulsed. Limiting the 

calibration readout to 1/8th of the ATC at one time minimized the computer 

dead-time. This calibration resulted in two sets of lines in each ADC channel 

that allowed the slope and intercept to  be determined. It was important to  have 

two calibration points as the Fastbus readout used zero suppression, leaving 

the ADC channel-zero somewhat ambiguous. Variation in channel-to-channel 

gains was found to  be M 13% before application of the pulser calibration. 

The cathode strips from the ATC were read out using 1280 electronics chan- 

nels. In order to match the gains of these channels, a square voltage pulse 

(AV = 21 mV, and AT = 200 nsec) induced a known charge, AQ, on each 

channel. Variation in channel-to-channel gains was found to be = 13% before 

application of the pulser calibration. After the calibrations were applied, gain 
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variations were reduced to  approximately 3 %, which were contributed from 

the electronic system noise. 

4 Performance 

The ATC was used at the low energy separated beamline (LESB 11-C8) of 

the BNL-AGS. The beam was tuned for a dispersed momentum focus at the 

position of a wedge degrader. The central momentum of the beam was N 682 

MeV/c and it had a A p / p  of &5%. A wedge degrader of central thickness N 141 

mm was used to  compensate the beam dispersion of N 1.2 4 so that the 

momentum spread in the emerging kaons is minimized. The beam, optimized 

for the kaons, also contained pions in a 3:l (.rr/K) ratio for the positive and 

19:l for the negative beam polarities. The minimum ionizing pions penetrated 

the entire ATC with little multiple scattering. Pion data and stopping kaon 

data of both charge polarities were taken to  study the behavior of the ATC. 

The chamber operated with a humidified gas mixture of argon (60 %) and Iso- 

butane (40 %), at a nominal anode potential of 2.2 kV. The average current 

drawn by 10 chambers was - 28 pA from a typical 1.2 second beam spill of 6 

million particles. 

MeV c 

4.1 Pion Data 

Minimum ionizing pions were used to  study the induced charge collection and 

distribution, operational efficiency, and position resolution of the ATC. The 

pions emerging from the degrader had a mean momentum of - 500 MeV/c 
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(,B - 0.95), and a beam size (FWHM) of - 80 mm vertical, and 200 mm hori- 

zontal. The total charge deposited in the chamber gas by a minimum ionizing 

particle (MIP) was measured to  be 16.8 pC, compared to the calculated value 

of 17.6 pC from a MIP producing 40 electrons, or 20 ion pairs and a gas gain 

oi approximately lo5. There have been a number of studies of the shape of 

the induced charge distribution in a CSC [12]-[15]. We used the semi-empirical 

equation of ref. [14] to determine the expected width of the distribution, and 

thus determine the required strip width for our CSC design. This calculation 

indicated that we could expect significant charge collected on 3 to  5 strips. In 

our analysis o i  the data from the chambers we used the charge-weighted aver- 

age method to determine the centroid of this charge distribution. While better 

algorithms are possible, this was the simplest, and for our purposes, provided 

sufficiently accurate positional information. The induced charge distribution 

on cathode planes was found to  be Gaussian with a FWHM of - 6 mm and 

in excellent agreement with the above prediction. 

In order to estimate the wire chamber efficiency, pion tracks with singular hit 

multiplicity were selected to avoid ambiguities in multiple tracks. Chamber 

efficiencies were obtained by defining a track from hits in two sets of U and 

V planes, one set positioned as far upstream as possible and the other as far 

downstream as possible. The efficiency was then determined for all planes in- 

between, assuming that a true cluster centroid must lie within 12 mm of the 

defined track. The track defining planes were permuted in order to  obtain all 

the efficiencies. The average plane efficiency was found to be - 96 %. Similarly, 

position residuals were obtained by fitting a straight line track through the 
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available hits in sets of U and V planes and calculating the distance between 

the centroid of the cluster distribution on a plane and the fitted track. The 

fitted position resolution, averaged for the U and V planes, were found to  be 

uu - 0.380, and uv - 0.336 mm, respectively. 

4.2 Kaon Data 

Stopping K+ were tracked in the ATC to compare the induced charge pro- 

files and position resolutions with pion data. Moreover, a Monte Carlo study 

was performed to obtain the kaon tracking efficiency and stopping position 

resolution. Typically, a stopping kaon track was found to deposit N 36 pC on 

a single anode wire, more than twice the charge of minimum ionizing pions. 

The induced charge distribution was found to  be similar to the pion case, as 

expected. The position residuals, which are a measure of multiple scattering 

in the target and the number of planes included in the track fitting, were ob- 

tained for the kaon data. Figure 6 shows the kaon data position residuals for 

low energy kaons transversing the ATC. A Gaussian fit to  these distributions, 

averaged for U and V planes, yield U U ,  and uv of - 0.6 mm. Since stopping 

kaons suffer larger scattering angles as they transverse through each one of the 

targets, the position resolution is expected to  be degraded. These resolutions 

translate into OX of 0.454 mm and UY of 1.180 mm by the following relation : 

X 

Y 

1 
2 sin 8 cos 8 

- - 
U 

V 
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I 

U Residual, cm V Residual, crn 

Fig. 6. Position residuals for the U and V cathode planes. 

assuming no contribution in error from e(- 21°), 

Positive kaons, stopped in the AT,C, sometimes decay into rS7ro (BR = 21.16 

%). If the initial E(+ is at rest, the 7rrs pions have kinetic energy of about 108 

MeV ( p  = 0.82) so the 7r+ is minimum ionizing. However as the kaon comes 

to rest its energy loss is significantly larger than the ionization caused by the 

d-. Thus the appearance of a T O  of energy 108 MeV means that one should 

expect to find at most 2 charged particle tracks in the ATC coming from a 

common vertex. These tracks should have a sizable difference in the deposited 

energy in the clusters, although given the expected statistical fluctuations of 

the number of ion-pairs per mm and the fact that most of the stopping power 

comes in the C targets, these differences may not be obvious. 
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The TOT+ decay of stopped KS provides a clean way to study the performance 

of the ATC. In order to  locate the kaon stopping vertex, an incoming kaon 

track is constructed using the first two ATC chambers just before the first 

target. The track is then projected to the very last ATC chamber downstream 

of the last target. Hits along a cylinder of residual 8.0 mm in diameter from 

the projection are then identified. If no hits are found within this residual for 

both U and V planes in the two chambers after a target, then the kaon track 

is declared to have vanished and the target prior to  the missing kaon track is 

chosen as the stopping target. All kaon hits leading up to the stopping target 

are fitted using linear regression and this fitted track is projected to  the center 

of the stopping target. 

A Monte Carlo study of the decay mode and the tracking algorithm was com- 

pleted to obtain the tracking efficiency for the ATC. The Monte Carlo assumed 

all ATC planes to be 100 % efficient in order to  isolate the tracking efficiency 

from the operational efficiency of the ATC. Position residuals in X and Y di- 

rections between the target vertex, found by the tracking algorithm, and the 

actual decay position of the kaon were 0.330 mrn and 0.833 mm respectively. 

In addition, the efficiency of picking the correct stopping target was found by 

studying the Z position residual between the fitted track and the Z position 

of the kaon decay, Figure 7. The probability of finding the correct stopping 

target Z was found t o  be N 90 %. Figure 8 shows a single data event in which 

an incoming kaon was tracked to  the stopping position. The outgoing T+ is 

also tracked until it exits the ATC. An overall ATC vertex finding efficiency 

E,,,tez, which includes the plane efficiency (€plane)  as well as tracking efficiency 
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Fig. 7 .  Z Position Residual between fitting algorithm and the actual kaon decay 

point. The width indicates the fact that Z can not be measured better than the half 

@&€&k$$%%F-be obtained if these efficiencies are statistically independent 

from; 

where r is the minimal number of planes required out of a possible of p in a 

coordinate to be able to track. In our case, we require at least 2 planes from 

a set of first 3 planes in a coordinate to successfully track. The number of 

independent coordinates required to  tiack is c, which is 2 (1 U, and 1 V) for 

the ATC. The measured - 0.96, and €tracking N 0.90 corresponds to an 

overall vertex finding efficiency of - 88 %. 

The resolution of the 7ro energy measurement depends on the calorimetry 

of the NMS and the opening angle measurement between the two photons 

from the 7ro decay [16]. The opening angle measurement resolution in turn 
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Fig. 8. A K+ + 7r+7ro event. Incoming K+ (from the left) and outgoing 7r+ (down- 

ward) tracks are seen in both U and V planes. A range curve is also shown with 

maximum charge deposition at the point of K+ stop at the second target (T2). 

depends on the position measurement resolutions of the ATC and the NMS 

Wire Chambers [16]. A Monte Carlo study was performed to compare the 

expected and the measured energy resolution. ATC tracking resolutions of 

0.330, 0.833, and 6.350 mm for a,, a,, and az, respectively, were used as 

inputs for the Monte Carlo simulation. In addition, the simulation used the 

NMS of the y conversion point resolution of 0.147, 0.120, and 3.175 mm for 

a,, ay, and oz, respectively. The calorimetry was scaled as a function of fi to 

give a resolution of CTE = 6.5 MeV at 245 MeV total energy. Figure 9 shows the 

expected energy distribution from the predominant decay channel of the K+ 

(K+ + .rr+.lr0) and the actual energy spectrum of the no from the K+ stops 

in the target. The resolution from the Monte Carlo and data are consistent, 

confirming the above set of resolutions which we had obtained separately from 

other measurements. 
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Fig. 9. A 7ro energy spectrum from the stopped K S  is compared with the Monte 

Carlo of the predominant decay mode K S  -+ 7r f7 ro .  The data and the Monte Carlo 

resolutions are consistent with one another. 

The contribution of the ATC towards the total energy resolution depends on 

all three ATC coordinates, X, Y, and Z. However, due to the location of the 

ATC with respect to  the NMS, the X coordinate resolution contributes the 

most towards the opening angle measurement of the photons and hence the 

pion energy. The need :for the segmented active target is illustrated in Figure 

10. The solid curve shows the pion energy if the ATC was not segmented 

and hence had no longitudinal tracking. This curve is obtained by taking the 

transverse vertices from the measured entrance positions to the ATC and the 

longitudinal vertex at the center of the ATC. The energy resolution is degraded 

by a factor of N 3.8. The dashed curve shows the case if no information about 

the position of the stopping vertices was used and the target center was used 

to  determine the opening angle of the T O  decay. The Figure 10 should be 

compared to Figure 9 when all information from the ATC is employed. 
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Fig. 10. A no energy spectrum from the stopped K+. The solid curve shows the case 

when longitudinal tracking of the ATC is not used in stopping vertex reconstruction. 

The dashed curve represents the case when both transverse and the longitudinal 

tracking is not used. This should be compared to Figure 9 which shows the resolution 

when the stopping vertex is know for three coordinates. 

5 Summary 

An Active Target Chamber (ATC) was successfully constructed, operated, 

and analyzed for AGS experiment 907. It was constructed using polyethylene 

as the frame-base material to  reduce photon interactions in the ATC. The 

width of the induced charge distributions was found to  be consistent with 

that predicted from a semi-empirical calculation. The position resolution with 

kaon beam, au, a,, was found to be N 0.600 mm. Kaon tracking resolutions 

were estimated at 0.454, 1.180 mm for ox, and ay, respectively, with oz of 6.35 

mm. The reaction vertex was found with an efficiency of N 88 %. An energy 

resolution of 5 2 MeV was achieved for r0 detection using the K+ stops. The 
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performance of the ATC was found to be consistent with the expected results 

from Monte Carlo simulations. 
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